
LZ  SERIES
FEATURES

LZ1388D - 0 /         L

車縫布料
Sewing Material

L 薄布料
Light

M 中厚布料
Medium

機種別 Model

直驅曲折縫縫紉機
Direct Drive High 
Speed One Needle Zig-
Zag Stitching Machine

表示功能或用途 Function or Purpose

0 2點人字車縫-最大擺寬5mm
Two points zig zag stitching-max width is 5mm

6 4點人字車縫-最大擺寬8mm
Four points zig zag stitching-max width is 8mm

8 萬用車
Universal Type

1 2點人字車縫-最大擺寬8mm
Two points zig zag stitching-max width is 8mm

5/140
漁網狀3針4點車縫-最大擺寬8mm
Fishnet type three stitches four points zig zag 
stitching-max width is 8mm

3 3點人字車縫-最大擺寬8mm
Three points zig zag stitching-max width is 8mm

4 2點/4點人字車縫-最大擺寬8mm
Two points / Four points zig zag stitching-max width is 8mm

MDL312 / MDL314
機械式鬆緊帶調節裝置             
MDL312:送帶寬度2”(50mm)       
MDL314:送帶寬度4”(100mm)     
Mechanical metering device for elastic tape
Feeding width: 2”(50mm)
Feeding width: 4”(100mm)

LZ1388D-8

可作裝飾縫製，新式流行女用緊身內衣褲及襯衫之縫紉。配合線跡需要備有多種花樣凸
輪供更換。

Decorative sewing, new type fashion feminine underwear and shirts. Multiple decorative type cam for 
changing based on needs.

萬用可換
花盤
Universal 
Decorative 
Cam

萬用車 Universal Type

漁網車 Fishnet Type

LZ1388D-5/140L

漁網狀3針4點人字形，適用於束褲、束腹、塑身衣褲、護腰、醫療及運動器材…

Fishnet type three stitches four points zigzag sewing type. Suitable for corsets, fitting clothes, waist 
protection clothes, medical and fitness equipment, etc.

Fishnet



花盤(凸輪)選購表(Optional Cams)

12針跡開式扇形花盤
12-stitch opened scallop cam

24針跡新月扇形花盤
24-stitch crescent scallop cam

24針跡勻稱扇形花盤
24-stitch even scallop cam

3針4點Z字形花盤
3-step Zig Zag cam

2針3點Z字形花盤
2-step Zig Zag cam

普通Z字形花盤
1-step Zig Zag cam

4針跡盲縫花盤
Blind stitch cam (4 stitches)

6針跡盲縫花盤
Blind stitch cam (6 stitches)

8針跡盲縫花盤
Blind stitch cam (8 stitches)

12針跡盲縫花盤
Blind stitch cam (12 stitches)

24針跡勻稱扇形花盤
24-stitch even scallop cam
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圖形

Graph

LZ1388D-0
Max 5.0mm

 (13/64”)
Max

2.5mm

4000

可做蕾絲花邊、肩帶縫製等以及一般人字形之縫紉。

Attaching lace, making shoulder straps etc and making general 
herringbone sewing.

LZ1388D-1
Max 8.0mm

(5/16”)
Max

2.5mm

LZ1388D-4 Max 8.0mm

2點 : 
2 points : 
Max 
2.5mm

4點 : 
4 points : 
Max 
2mm

＋ ＋

LZ1388D-3

Max 8.0mm
(5/16”)

Max
2.0mm

可做緊身衣物或胸衣之鬆緊帶縫製。

Elastic seaming and attaching for corsets or bras.

 

LZ1388D-6

LZ1388D-
5/140L

Max 8.0mm

Max
2.2mm

漁網狀3針4點人字形。

Fishnet type three stitches four points zigzag sewing type.
LZ1388D-
5/140M

Max 8.0mm

LZ1388D-8 Max 8.0mm
Max

2.0mm

可作裝飾縫製，新式流行女用緊身內衣褲及襯衫之縫紉。配合線跡需要

備有多種花樣凸輪供更換。

Decorative sewing, new type fashion feminine underwear and 
shirts. Multiple decorative type cam for changing based on needs.

請參閱花盤(凸輪)選購表

Please refer to the 
Optional Cams

規格/ SPECIFICATION

由於對產品的改良及更新，本產品型錄中之產品規格及外觀的修改恕不事先通知!
The specification and/or appearences of the equipment described in this catalogue 
are subject to change without previous notice because of modification. MAR. 2024

※LZ1388D-8 根據凸輪而不同。LZ1388D-8 Varies depending on cam.


